
Ring Gear Diam Front

High or Low Pinion Front

Ring Gear Diam Rear

Standard Ratio

Aftermarket Ratio Available

Differential Type F&R

Case design

ARB / Detroit Locker Compatible

Pinion Shaft Diam Max

Pinion Shaft Diam Min

Pinion Spline

Inner Pinion Bearing OD

Outer Pinion Bearing OD

Carrier Bearing OD

Rear Axle Shaft

Front Axle Shaft

Front Shaft U-Joint

Front Brake Diam

Rear Disc or Drum

Rear Brake Diam

44F Front Tube Diam x wall

Rear Tube Diam x wall

Wheel Mount Side-to-Side

Wheel Bolt Pattern

Available from

Part Number - Mopar/Chrysler

Part Number - Dynatrac

NOTES:
Last 44F fullsize straight axle
 Jeep J-truck 1987, Grand Wagoneer 1992
 Ford 1979 Bronco, F150/250
 GM 79/80 K10/20
 Dodge 84 Non-Disconnect, 85/01 w/ Disconnect only

Remerged in TJ 2003 Rubicon. Rare versions from non-US vehicles existed.

8.5”

Mostly Low-Pinion

8.5”

3.07 through 4.56

3.07 through 5.89

Open/ Limited Slip

2 spider gears (except powr-lok ltd slip)

Yes

1.375

1.125

1.12” -26 spl

3.00”

2.87”

3.265”

1.31” -30 spline

1.31”-30 spline

1310

11.0” disc

Mostly Drum

9-11” Drum / Some 11” Disc

2.5” x .25” up to 2.75” x .375”

Mostly 2.75” diameter, wall varies 

50” - 69”

Most 5, 6 and 8-lug

Used / Salvage Yards

N/A

N/A

New Generation 8.5”

High Pinion

New Generation 8.8”

4.10

4.88, 5.13, 5.38

Electric selectable locker

4 spider gears

No

1.625”

1.375”

1.25” -24 spl

3.25”

2.85”

3.313”

New Gen. 1.41” -32 spline

1.31”-30 spline

New Gen. 1350

12.0” Disc

All Disc

12.5” Disc w/ P-brake

2.5” x .25” 

3.15” x .25” 

65.375”

5 on 5.0”

Mopar & Chrylser Dealerships

P5153825AC JK Front w/Brakes
P5155252  JK Front w/o Brakes
P5153826AB JK Rear w/Brakes

Same as Mopar

New Generation 8.5”

High Pinion

N/A

4.10

4.88, 5.13, 5.38

Open

2 spider gears

Yes

1.625”

1.375”

1.25” -24 spl

3.25”

2.85”

3.265”

N/A

1.31”-30 spline

New Gen. 1350

13.25” Disc

All Disc

N/A

2.5” x .31” 

N/A

65.375”

5 on 5.5”

Mopar & Chrylser Dealerships

P5155084

Same as Mopar

New Generation 8.5”

High Pinion

New Generation 8.8”

4.10

4.88, 5.13, 5.38

Electric selectable locker

4 spider gears

No

1.625”

1.375”

1.25” -24 spl

3.25”

2.85”

3.313”

New Gen. 1.41” -32 spline

1.31”-30 spline

New Gen. 1350

12.0” Disc

All Disc

12.5” Disc w/ P-brake

2.75” x .375” 

3.25” x .375” 

65.375”

5 on 5.5” & 5 on 4.5”

Dynatrac

N/A

JP44-3002-F Front
JP44-4001-E Rear

New Generation 8.5”

High Pinion

New Generation 8.8”

4.10

4.88, 5.13, 5.38

Electric selectable locker

4 spider gears

No

1.625”

1.375”

1.25” -24 spl

3.25”

2.85”

3.313”

New Gen. 1.41” -32 spline

1.31”-30 spline

New Gen. 1350

12.0” Disc

All Disc

12.5” Disc w/ P-brake

2.75” x .375” 

3.25” x .375” 

60.5”

5 on 5.5” & 5 on 4.5”

Mopar & Chrylser Dealerships
Dynatrac

P5155256 Front TJ
P5155257 Rear TJ

JP44-3002-E Front TJ
JP44-4001-D Rear TJ
JP44-3002-D Front YJ
JP44-4001-C Rear YJ

New Generation 8.5”

High Pinion

New Generation 8.8”

4.10

4.88, 5.13, 5.38

Electric selectable locker

4 spider gears

Yes

1.625”

1.375”

1.25” -24 spl

3.25”

2.85”

3.313”

N/A

1.31”-30 spline

New Gen. 1350, 1480

12.0” Disc, 13.25” Disc

All Disc

N/A

2.75” x .375”, 3.0” x .375/.500” 

N/A

YJ & TJ = 60.5”  JK = 65.375” 

Any

Dynatrac

N/A

DA44-3010-D Front JK
DA44-3010-E Front TJ
DA44-3010-F Front YJ

1st Generation Dana 44

NEW GENERATION DANA 44 COMPARISON CHART
Mopar JK Rubicon 44 Mopar J8 Mil. 44 Axle - Front Dynatrac JK Trail - series 44 Dynatrac proRock 44 Axle - FrontMopar JK Rubicon Mod for TJ

Front shownRear shownFront shownFront shownRear shown


